FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp

	VIN#
	[bookmark: Text1]     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	5,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	10,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	15,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	20,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	25,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	


FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	30,000

	Date Serviced:
	     
	|_|
	1)	Door Rollers (if applicable):  Inspect & replace as necessary
	|_|
	2)	Kneel Chain (if applicable):  Inspect & replace as necessary
	|_|
	3)	Foldout Ramp Chain (if applicable):  Inspect & replace as necessary
	|_|
	4)	*Indoor Ramp Belt & Rollers (if applicable):  Inspect & replace as necessary
	|_|
	5)	5,000 miles or 6 month Intervals:  Perform specified inspection, maintenance & lubrication procedures

*Indoor ramp motor & drive components are accessible only by removing the top cover.  Refer to applicable service manual.



	Manufactured Scheduled Service Miles
	35,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	40,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	45,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	






FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	50,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	55,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	60,000

	Date Serviced:
	     
	|_|
	1)	Door Rollers (if applicable):  Inspect & replace as necessary
	|_|
	2)	Kneel Chain (if applicable):  Inspect & replace as necessary
	|_|
	3)	Foldout Ramp Chain (if applicable):  Inspect & replace as necessary
	|_|
	4)	*Indoor Ramp Belt & Rollers (if applicable):  Inspect & replace as necessary
	|_|
	5)	5,000 miles or 6 month Intervals:  Perform specified inspection, maintenance & lubrication procedures

*Indoor ramp motor & drive components are accessible only by removing the top cover.  Refer to applicable service manual.



	Manufactured Scheduled Service Miles
	65,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	






FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	70,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	75,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	80,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	85,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	










FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	90,000

	Date Serviced:
	     
	|_|
	1)	Door Rollers (if applicable):  Inspect & replace as necessary
	|_|
	2)	Kneel Chain (if applicable):  Inspect & replace as necessary
	|_|
	3)	Foldout Ramp Chain (if applicable):  Inspect & replace as necessary
	|_|
	4)	*Indoor Ramp Belt & Rollers (if applicable):  Inspect & replace as necessary
	|_|
	5)	5,000 miles or 6 month Intervals:  Perform specified inspection, maintenance & lubrication procedures

*Indoor ramp motor & drive components are accessible only by removing the top cover.  Refer to applicable service manual.



	Manufactured Scheduled Service Miles
	95,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	100,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	105,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	






FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	110,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	115,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	120,000

	Date Serviced:
	     
	|_|
	1)	Door Rollers (if applicable):  Inspect & replace as necessary
	|_|
	2)	Kneel Chain (if applicable):  Inspect & replace as necessary
	|_|
	3)	Foldout Ramp Chain (if applicable):  Inspect & replace as necessary
	|_|
	4)	*Indoor Ramp Belt & Rollers (if applicable):  Inspect & replace as necessary
	|_|
	5)	5,000 miles or 6 month Intervals:  Perform specified inspection, maintenance & lubrication procedures

*Indoor ramp motor & drive components are accessible only by removing the top cover.  Refer to applicable service manual.



	Manufactured Scheduled Service Miles
	125,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	






FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	130,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	135,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	140,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	



	Manufactured Scheduled Service Miles
	145,000

	Date Serviced:
	     
	|_|
	1)	Inspect ramp access door system operation & alignment.  Clean & lube system
	|_|
	2)	Inspect ramp system operation.  Clean & lube system
	|_|
	3)	Inspect kneel system operation.  Clean & lube system (if applicable)
	|_|
	4)	Inspect electronic control system for current software (if applicable)
	|_|
	5)	Inspect undercarriage & ground effects

	Actual Miles:
	     
	|_|
	6)	Inspect & maintain wheelchair tiedowns & occupant restraints
	|_|
	
	










[bookmark: _GoBack]FTA Federally-Funded Vehicles Maintenance Schedule for Lower-Floor Mini Van Ramp (Cont’d)

	VIN#
	     
	Make
	     
	Model
	     
	Year
	     
	Other
	     



	Manufactured Scheduled Service Miles
	150,000

	Date Serviced:
	     
	|_|
	1)	Door Rollers (if applicable):  Inspect & replace as necessary
	|_|
	2)	Kneel Chain (if applicable):  Inspect & replace as necessary
	|_|
	3)	Foldout Ramp Chain (if applicable):  Inspect & replace as necessary
	|_|
	4)	*Indoor Ramp Belt & Rollers (if applicable):  Inspect & replace as necessary
	|_|
	5)	5,000 miles or 6 month Intervals:  Perform specified inspection, maintenance & lubrication procedures

*Indoor ramp motor & drive components are accessible only by removing the top cover.  Refer to applicable service manual.
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